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Screwless Ground Terminal Blocks
Part

Number Price Pcs/Pkg Part
Number Price Pcs/Pkg Part

Number Price Pcs/Pkg Part
Number Price Pcs/Pkg Part

Number Price Pcs/Pkg

Green-Yellow
Terminal Block DN-QG12 <---> 10 DN-QG10 <---> 10 DN-QG8 <---> 10 DN-QG12-1-2 <---> 10 DN-QG12-2-2 <---> 10

Description Screwless ground terminal
block for 12 AWG wire

Screwless ground terminal
block for 10 AWG wire

Screwless ground terminal
block for 8 AWG wire

Screwless ground terminal block
with 3 connection points for 12 AWG
wire

Screwless ground terminal block
with 4 connection points for 12 AWG
wire

Specifications
UL Approval 24-12 AWG 24-10 AWG 22-8 AWG 24-12 AWG 24-12 AWG

CSA Approval 24-12 AWG 24-10 AWG 22-8 AWG 24-12 AWG 24-12 AWG

VDE Approval 2.5mm
2 4mm2 6mm2 2.5mm2 2.5mm

2

CE Conformity IEC 947-7-2 IEC 947-7-2 IEC 947-7-2 IEC 947-7-2 IEC 947-7-2

UL/CSA UL/CSA: E179129 UL/CSA: E179129 UL/CSA: E179129 UL/CSA: E179129I UL/CSA: E179129  

Wire Strip
Length .47” (12mm) .59” (15mm) .71” (18mm) .47” (12mm) .47” (12mm)

Density 60 pcs./ft. (200/m) 50 pcs./ft. (166/m) 38 pcs./ft. (125/m) 60 pcs./ft. (200/m) 60 pcs./ft. (200/m)

Accessories

Accessory Part
Number Price Pcs/Pkg Part

Number Price Pcs/Pkg Part
Number Price Pcs/Pkg Part

Number Price Pcs/Pkg Part
Number Price Pcs/Pkg

DIN Rail DN-R35S1 recommended various 10

End Bracket DN-EB35 <---> 50

End Cover DN-QEC12 <---> 50 DN-QEC10 <---> 50 DN-QEC8 <---> 50 DN-QEC12-1-2 <---> 25 DN-QEC12-2-2 <---> 25

Jumper, 2 Pole Not Applicable
Marking Tags DN-QL Series <---> 500

Angled Support
Bracket DN-ASB1 <---> 50

Screwless Ground Terminal Blocks
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Ground terminal blocks are used to
mechanically and electrically connect wires
to the DIN rail by means of a conducting
clamping foot. In this way, the DIN rail can
function as a ground bus bar.

Ground blocks are molded in green and
yellow per international standards.

DN-QG12
(Euro QE2.5/35)




