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The GW-7472 (EtherNet/I P adapter to Modbus RTU Master Gateway) is helpful for data-exchanging
between the Modbus RTU network and the EtherNet/IP network. It reads the register data from the
Modbus RTU slaves and publishes these data to the input register data of the EtherNet/IP scanner.
The output data transmitted by the EtherNet/IP scanner are updated to the register data of Modbus
RTU dlaves viathe GW-7472. Through the GW-7472, al of the Modbus slaves can be regard as one

EtherNet/I P adapter.

® [Eeatures

Powerful 32-bit MCU handesefficient network
trafficking

-

Tiny form-factor and low power consumption
Madefrom fireretardant materids (UL94-VO Levd)

Supports TCR, UDP, DHCR, BOOTPand TFTP Network parameters configuration

protocols UART parameters configuration

Ethernet Protocol: EtherNet/| PAdepter Modbus RTU devices configuration
Auto seerch GW-7472 device

Modbus Protocol: Modbus RTU Master
Easy test to trangmit/receive EtherNet/I Pdata

Maximum support 30 Modbus RTU commands w A

Maximum EtherNet/I P Input/Output datasize: 500 bytes 4 Wire RS422 Wiring

RS-422 Master RS-422 Device
- TxD+(B) 4 ¥ RxD+(B)
™ Modbus RTU Command Support T (8§ J000C00000000000C oy

aas QR SN 0000000000 00000 OEY AL )
p TxD-(A)

RxD-(A) 4

01 (Ox01) Reed Coil Satus , _ _ _
2-Wire Device 1 Device 2 Device 3

02 (x02) Read Input Satus RS-485 Wiring - - —

03 (0x09) Read Holding Regjigters ?;C' £l %g' . %E' <.

04 (0x04) Reed input Regjisters RS-485 Master a‘T 3|5 "o‘T s5|5] |813]5

15 (0xOF) Force Muiti Cails DATA G hoood S ood ool THhooc,

16 (0x10) Presst Multi Registers GND i
2-Wire Only Device Twisted Pair Wiring plus Ground
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o Specifications

2-wire RS-485
Galil & A-wire RS-422
COM 1 Connector 10-Pin Removable Terminal Block x 1
Protocol Modbus RTU master

10/100 Base-TX, 8-pin R}45 x 1, (Auto-negotiating, Auto-MDI/MDIX, LED

Power supply

Ethernet indicator)
PoE (IEEE 802.3af, Class 1)
Protocol EtherNet/I P adapter

PoE: |IEEE 802.34af, Class 1
DCjack: +12 ~ 48 Vpc

Power Consumption

0.05A @24 Vpc

Dimensions 52mm x 95mm x 27mm (W x L x H)
Mounting DIN-Rail

Flammability Fire Retardant Materials (UL94-VO Level)
Operating Temperature | -25~75C

Storage Temperature -30~80C

Humidity 10 ~ 90% RH, non-condensing
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EtherNet/IP Scanner

EtherNet/IP Scanner
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Device 2
Modbus Address 20
Read Address 100
Length 2

|55|66l

Device 1
Modbus Address 10
Read Address 1
Length 3

00110022 |3344

Device 3
Modbus Address 30
Read Address 1000

Length 4

|0077 |8899 | 1234]0056'
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; EtherNet/IP to Modbus RTU gateway with PoE and one RS-422/485 (RoHS)
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